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Styrelf® INTAKT
the reference specially designed for 
parking or storage facilities that are 
subject to hydrocarbon exposure



Styrelf® INTAKT, 
The solution specially designed for 
work sites that need increased 
resistance to hydrocarbons 

OUR OFFERING

- Parking areas and traffic lanes at airports
- Container terminals
- Service station traffic and parking areas
- Toll booths
- HGV parking facilities and bus stops
- Traffic lanes in plants and warehouses

For areas subject 
to hydrocarbon 

exposure

Exceptional performance
Excellent resistance

to rutting

Test conducted at 30,000 cycles 
in line with standard EN 12697-22
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30% less fretting with Styrelf® 
INTAKT at 500 cycles

Total test on turntable at 25°C

4 times more cycles to obtain the same 
degree of fretting with Styrelf® INTAKT

Nombre de cycles         1000                          10 000

To
ta

l d
isc

ha
rg

e (
g)

700

600

500

400

300

200

100

0

Excellent resistance
to fretting

Styrelf® INTAKT 35Bitumen 35/50

X2 RESISTANCE
TO HYDROCARBONS

Increased resistance
asphalt

27% 4,2%

Resistance to diesel in 24 hr 
Duriez test (10% open formula) 
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TotalEnergies Marketing Services - Bitumen Division
24 cours Michelet, 92800 Puteaux France - Capital social 324 158 696 € - 542 034 921 RCS Nanterre

www.bitumen.totalenergies.com 


