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Styrelf® GP
the reference for very high 
performance roads, test tracks, etc.



Styrelf® GP, 
The reference for circuitshAUTES PER-

Maintenance over time
of elastic properties
and resistance at low temperatures 
for improved durability 
SHRP criterion for Tm = 0.3 cold-temperature performance (°C)

Aged binder
(RTFOT+PAV)

Fresh

-20° C -15° C -10° C -5° C
0° C

Bitumen 50/70

Styrelf® GP

Styrelf® GP
Bitumen 50/70

Styrelf® GP keeps its low-temperature 
properties year after year on the road.

Misano Circuit
(Italy)  

Monaco Circuit
(Monaco)

Minnéapolis Circuit
(U.S.A) 

Alès Circuit
(France)

Styrelf® GP throughout the world

Better durability than 
conventional bitumen
30% higher resistance to fretting 
compared to bitumen 35/50

Number of cycles (N)            1000                           10 000

Styrelf® GPBitumen 35/50

TotalEnergies test on turntable at 25°C
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OUR OFFERING

TotalEnergies Marketing Services - Bitumen Division
24 cours Michelet, 92800 Puteaux France - Capital social 324 158 696 € - 542 034 921 RCS Nanterre

www.bitumen.totalenergies.com 


